


EIP  -  EXISTING IRON PIPE

EIR  -  EXISTING IRON REBAR

NIR  -  NEW IRON REBAR

S.T.  -  SIGHT TRIANGLE

M.B.S.  -  MINIMUM BUILDING SETBACK

P.S.D.E.  -  PUBLIC STORM DRAINAGE EASEMENT

S.S.E.  -  SANITARY SEWER EASEMENT

SSMH  -  SANITARY SEWER MANHOLE

R/W  -  RIGHT OF WAY

GPUE  -  GENERAL PUBLIC UTILITY EASEMENT

C.P.  -  COMPUTED POINT

ECM  -  EXISTING CONCRETE MONUMENT

E.P.K.  -  EXISTING P.K. NAIL

- EXISTING CONTOURS

- EXISTING INTERMITTENT STREAM HATCH

- EXISTING WETLAND HATCH

- EXISTING R/W DEED AREA HATCH

     - HANDICAPPED PARKING

- TRANSMISSION TOWER

     - UTILITY POLE

     - UNDERGROUND GASLINE

     - OVERHEAD UTILITY LINE

     - SANITARY SEWER LINE

     - SANITARY SEWER MANHOLE

- FIRE HYDRANT

- WATER VALVE

- STORM DRAIN MANHOLE

- YARD INLET / AREA DRAIN

- RAILROAD TRACK

- MONITORING WELL

         - ELECTRIC BOX/TRANSFORMER

         - CATCH BASIN

        - STORM DRAIN

       - WATER LINE

        - FENCE LINE

- ZONING LINE

- UNDERGROUND TELEPHONE

AREAS COMPUTED USING COORDINATE GEOMETRY.

IRON REBARS AT ALL PROPERTY CORNERS UNLESS OTHERWISE

NOTED.

DEED REFERENCE: AS SHOWN.

ALL ADJOINER PROPERTY OWNER INFORMATION IS TAKEN FROM

CURRENT DEEDS AND TAX RECORDS AND ARE CONSIDERED "NOW OR

FORMERLY".

RAW ERROR OF CLOSURE: 1:10,000+. BOUNDARY TRAVERSE WAS

ADJUSTED USING THE LEAST SQUARES METHOD.

OTHER UNDERGROUND UTILITIES MAY EXIST BUT THEIR LOCATIONS

ARE NOT KNOWN.

THIS SURVEY IS OF AN EXISTING PARCEL OR PARCELS OF LAND.

ALL DISTANCES SHOWN ARE HORIZONTAL GROUND DISTANCES.

THE PROPERTY SHOWN HEREON IS NOT LOCATED WITHIN A SPECIAL

FLOOD HAZARD AREA AS SHOWN ON F.E.M.A. FLOOD INSURANCE RATE

MAP COMMUNITY PANEL NO. 3710447400J, EFFECTIVE DATE OCTOBER

16, 2008.

MISCELLANEOUS NOTES

NOT TO SCALE

Vicinity Map

GAS GAS

OHE

SS

LEGEND OF SYMBOLS & ABBREVIATIONS

SD

W

X X

 T  T 

Site

ZONING INFORMATION

EXISTING ZONING: CU-C3

CASE # CU-2006-009 APPROVED MARCH 13, 2007

UTILITY NOTES

THE LOCATION OF UTILITIES SHOWN HEREON ARE FROM OBSERVED EVIDENCE OF ABOVE

GROUND APPURTENANCES ONLY. THE SURVEYOR WAS NOT PROVIDED WITH UNDERGROUND

PLANS TO DETERMINE THE LOCATION OF ANY SUBTERRANEAN USES. THIS SURVEYOR MAKES NO

GUARANTEE THAT THE UTILITIES SHOWN HEREON COMPRISE ALL SUCH UTILITIES IN THE AREA,

EITHER IN SERVICE OR ABANDONED.  THERE IS NO CERTAINTY OF THE ACCURACY OF THE

INFORMATION AND IT SHALL BE CONSIDERED IN THE LIGHT BY THOSE USING THIS SURVEY.

UTILITIES AND STRUCTURES NOT SHOWN MAY BE ENCOUNTERED.  THE OWNER, HIS

CONSULTANTS AND HIS CONTRACTORS SHALL HEREBY DISTINCTLY UNDERSTAND THAT THIS

SURVEYOR IS NOT RESPONSIBLE FOR THE SUFFICIENCY OF THE UNDERGROUND UTILITY

INFORMATION PROVIDED HEREON, ALTHOUGH HE DOES CERTIFY THAT THEY ARE LOCATED AS

ACCURATELY AS POSSIBLE FROM THE INFORMATION AVAILABLE.  THE SURVEYOR HAS NOT

PHYSICALLY LOCATED THE UNDERGROUND UTILITIES.

Call Before You Dig!!!

North Carolina One Call

1-800-632-4949

IT'S THE LAW

http://www2.ncocc.org
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KENNSINGTON
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PROVIDENCE ROAD HWY 16
VARIABLE PUBLIC R/W

24" STANDARD

CURB AND GUTTER
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APPROXIMATE LOCATION OF

RIGHT OF WAY AND EASEMENT AGREEMENT

DB 4142 PG 13

CHAIN LINK FENCE

TERMINUS

NOT FOUND

GUARDRAIL

SURVEYORS CERTIFICATION

SCHEDULE B - SECTION II

EXCEPTIONS

TITLE POLICY NO. NCS-757906-PHX1, EFFECTIVE DATE OCTOBER 16, 2017.

1. DEFECTS, LIENS, ENCUMBRANCES, ADVERSE CLAIMS OR OTHER MATTER, IF ANY,

CREATED, FIRST APPEARING IN THE PUBLIC RECORDS OR ATTACHING

SUBSEQUENT TO THE EFFECTIVE DATE HEREOF BUT PRIOR TO THE DATE THE

PROPOSED INSURED ACQUIRES FOR VALUE OF RECORD THE ESTATE OR

INTEREST OR MORTGAGE THEREON COVERED BY THIS COMMITMENT.

2. TAXES OR ASSESSMENTS FOR THE YEAR 2017, BUT NOT YET DUE AND PAYABLE,

AND ALL SUBSEQUENT YEARS.

3. GRANT OF EASEMENT TO NORTH CAROLINA NATURAL GAS CORPORATION, A

DELAWARE COPORATION RECORDED IN BOOK 927, PAGE 693, UNION COUNTY

REGISTRY.  AFFECTS THE PROPERTY TO THE EXTENT SHOWN HEREON.

4. RIGHT-OF-WAY AND EASEMENT AGREEMENT BY AND BETWEEN CUTHBERTSON RD

I, LLC, A NORTH CAROLINA LIMITED LIABILITY COMPANY AND CARRINGTON - FIRST

COLONY, LLC, A NORTH CAROLINA LIMITED LIABILITY COMPANY RECORDED IN

BOOK 4142, PAGE 13, UNION COUNTY REGISTRY.  AFFECTS THE PROPERTY TO THE

EXTENT SHOWN HEREON.

5. DEED FOR HIGHWAY RIGHT OF WAY TO CUTHBERTSON RD I, LLC RECORDED IN

BOOK 4869, PAGE 193, UNION COUNTY REGISTRY.  AFFECTS THE PROPERTY TO

THE EXTENT SHOWN HEREON.

6. THIS ITEM HAS BEEN INTENTIONALLY DELETED.

7. TITLE TO ANY PORTION OF THE PROPERTY LYING WITHIN THE RIGHT OF WAY OF

PROVIDENCE ROAD.

8. THIS ITEM HAS BEEN INTENTIONALLY DELETED.

9. THIS ITEM HAS BEEN INTENTIONALLY DELETED.

SCHEDULE B, SECTION II

BEGINNING AT AN EXISTING P.K. NAIL IN THE ASPHALT OF THE "REAR ACCESS DRIVE/ROADWAY TRACT" AS

SHOWN IN DEED BOOK 4142, PAGE 13, UNION COUNTY REGISTRY, AND HAVING NORTH CAROLINA STATE PLANE

COORDINATES OF N: 445,242.77 E: 1,472,634.16. SAID BEGINNING POINT BEING LOCATED ON THE LINE OF SARA

LIGHTING, INC. PROPERTY (DEED BOOK 5213, PAGE 513).

THENCE FROM THE POINT OF BEGINNING S77°09'41"W 62.07 FEET TO A POINT IN PROVIDENCE ROAD (N.C.

HIGHWAY 16), THENCE ALONG PROVIDENCE ROAD THE FOLLOWING TO COURSES: 1) N32°05'30"W 237.97 FEET

TO A POINT, 2) N31°57'45"W 391.83 FEET TO A POINT BEING THE SOUTHERLY CORNER OF THE ROBERT AND

CHRISTINE PFISTER PROPERTY (DEED BOOK 376, PAGE 137).

THENCE LEAVING PROVIDENCE ROAD AND WITH THE LINE OF ROBERT & CHRISTINE PFISTER THE FOLLOWING  4

COURSES: 1) N77°06'53"E CROSSING A 1/2" NEW IRON REBAR AT 41.30 FEET FOR A TOTAL DISTANCE OF 619.14

FEET TO AN EXISTING 1" IRON PIPE, 2) S32°13'38"E 391.75 FEET TO AN EXISTING 1" IRON PIPE, 3) N77°24'05"E

93.93 FEET TO AN EXISTING 1/2" EYE BOLT, 4) S32°03'59"E 238.77 FEET TO AN EXISTING 1" IRON PIPE IN THE

NORTHERLY LINE OF CUTHBERTSON RD I, LLC (DEED BOOK 4142, PAGE 4).

THENCE WITH THE LINE OF THE CUTHBERTSON RD I, LLC PROPERTY AND CONTINUING WITH THE LINE OF THE

AFOREMENTIONED SARA LIGHTING, INC. PROPERTY, S77°09'41"W 652.84 FEET TO THE POINT AND PLACE OF

BEGINNING.

THE PROPERTY AS DESCRIBED CONTAINS 8.965 ACRES, MORE OR LESS, ALL AS SHOWN ON AN ALTA/NSPS

SURVEY PREPARED BY EAGLE ENGINEERING, INC. (RUSSELL  L. WHITEHURST, NC PLS L-3661) AND DATED JUNE

5, 2017 AND LAST REVISED APRIL 1, 2019.

LEGAL DESCRIPTION

E-5

TO:

CARRINGTON FIRST COLONY, LLC & FIRST AMERICAN TITLE INSURANCE COMPANY:

BANK OZK

THIS IS TO CERTIFY THAT THIS MAP OR PLAT AND THE SURVEY ON WHICH IT IS

BASED WERE MADE IN ACCORDANCE WITH THE REQUIREMENTS PROVIDED BY THE

2011 MINIMUM STANDARD DETAIL REQUIREMENTS FOR ALTA/ACSM LAND TITLE

SURVEYS, JOINTLY ESTABLISHED AND ADOPTED BY ALTA AND NSPS AND INCLUDES

ITEMS 1, 2, 3, 4, 6(b), 7(a), 8, 13, 14 OF TABLE A THEREOF.

THE FIELD WORK WAS COMPLETED ON JUNE 5, 2017.

DATE OF PLAT OR MAP:  JUNE 5, 2017, REVISED APRIL 1, 2019

SIGNED AND SEALED: _____________________________________

RUSSELL L. WHITEHURST

PROFESSIONAL LAND SURVEYOR # 3661

STATE OF NORTH CAROLINA

DEED FOR HIGHWAY RIGHT OF WAY

DEED BOOK 4869, PAGE 193

6,794 sq.ft.

0.156 acres

(CROSS HATCHED AREA)

E-3

E-4

INTERMITTENT STREAM

(BY OTHERS)

EXISTING WETLANDS

(BY OTHERS)

10' MAINTENANCE EASEMENT

10' MAINTENANCE EASEMENT

2' NCNGC EASEMENT

AREA WITHIN

N.C.D.O.T.

MAINTENANCE

RIGHT OF WAY

LIMITS OF

MAINTENANCE

RIGHT OF WAY

DB 4869, PG 193
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36" RCP

ASPHALT

ASPHALT

CONCRETE

NORTH CAROLINA NATURAL

GAS CORP. EASEMENT

DEED BOOK 927, PAGE 693

(SEE DETAIL)
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CLASS "C" UNDISTURBED BUFFER

CLASS "C" UNDISTURBED BUFFER

LANDSCAPE BUFFER

(TYPE II) ASPHALT PAVING AUTOMOBILE PARKING AREAS(TYPE I) HEAVY DUTY ASPHALT PAVING

COMPACTED SUBGRADE 98% STANDARD

1-1/2" TYPE S 9.5C SURFACE COURSE

PROCTOR ASTM D-698

8" CABC COMPACTED TO 100% MODIFIED

1-1/2" TYPE S 9.5C SURFACE COURSE

TACK COAT
1-1/2" TYPE S 9.5C BINDER COURSE

PROCTOR ASTM D-1557

TREE SAVE AREA

UNDISTURBED BUFFER (NOT TO BE DEVELOPED)

TREE SAVE AREA (NOT TO BE DEVELOPED)

EXISTING PROPERTY LINE

LEGEND

PROPOSED TREE

5
'

5'

SITE IMPROVEMENTS PER "CARRINGTON SQUARE"

CONSTRUCTION DOCUMENTS (NOT A PART OF THIS PLAN SET)

3
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PROPOSED PARKING LOT LIGHT

PAVEMENT DETAIL
NOT TO SCALE

TOTAL SITE AREA:

TAX PARCEL NO.:

EXISTING ZONING:

06-162-018

CD-C3

8.96 AC. (GROSS, TO CL OF PROVIDENCE RD.)

8.01 AC ± (NET OF PROPOSED 50' R/W FROM CL

OF PROVIDENCE RD AND RIGHT-OF-WAY

DEDICATION FOR SUNSET HILL RD)

DEED BOOK: 4003 PAGE 760

*211 TOTAL SPACES (INCLUDING 10 HANDICAP ACCESSIBLE SPACES)

PROPOSED USE:

GENERAL NOTES
1. OVERALL SITE IMPROVEMENTS SHALL BE CONSTRUCTED AS PART

OF THE "CARRINGTON SQUARE" CONSTRUCTION DOCUMENTS.

2. OVERALL SITE WILL COMPLY WITH ARCHITECTURAL STANDARDS

FROM CONDITIONAL DISTRICT REZONING APPROVAL.

3. PROJECT IS NOT LOCATED WITHIN A FLOOD PLAIN.

4. THE FUTURE BUILDINGS AND SITE LAYOUT SHOWN WILL NOT BE

CONSTRUCTED UNDER THIS PERMIT.

5. THE SETBACK DIMENSIONS SHOWN ARE FOR TOWN REFERENCE.

6. THE PROPOSED MONUMENT SIGNS SHALL BE PERMITTED

SEPARATELY.

7. HEAVY DUTY PAVEMENT SHALL BE TYPE I, AS NOTED, PER DETAIL

THIS SHEET. PARKING AREAS SHALL BE TYPE II PAVEMENT PER

DETAIL THIS SHEET.

8. ALL UNDISTURBED BUFFERS AND OPEN SPACE SHALL BE

MAINTAINED BY THE PROPERTY OWNER.

9. ACCESS BETWEEN PARCELS SHALL BE GRANTED BY WAY OF

BLANKET ACCESS EASEMENT AS INDICATED ON SUBDIVISION PLAT.

10. TREE LOCATIONS ARE APPROXIMATE AND SHALL BE ADJUSTED IN

THE FIELD TO AVOID CONFLICTS WITH PROPOSED UTILITIES.

11. STREET & PARKING LOT LIGHTING SHOWN FOR REFERENCE ONLY.

CONTRACTOR TO SUBMIT SHOP DRAWINGS FOR TOWN APPROVAL.

BASE OF LIGHTS IN PARKING LOT TO BE AT JUNCTURE OF PARKING

SPACES. SEE SHEET E-1.0 FOR PHOTOMETRICS PLAN.

12. TREE SAVE AREA WITHIN LIMITS OF GENERAL OFFICE SPACE

CONSTRUCTION = 0.04 AC

13. ALL PROPOSED CURB WITHIN THE LIMITS OF CONSTRUCTION FOR

THE GENERAL OFFICE SPACE SHALL BE 6" CURB WITH 18" GUTTER,

PER TOWN OF WAXHAW STANDARD DETAIL 100.1, SEE SHEET C-6.0

14. ACCESSIBLE PARKING SIGNAGE SHALL BE INSTALLED PER TOWN OF

WAXHAW STANDARD DETAIL 712.1 (SEE SHEET C-6.0).

15. CONSTRUCTION OF THE BUILDINGS SHALL BE SUBSTANTIALLY

SIMILAR TO THE ARCHITECTURAL RENDERINGS AND ELEVATIONS

FOR EACH OF THE FIVE BUILDINGS AS AMENDED AND PRESENTED AT

THE AUGUST 9, 2016 PUBLIC HEARING; AND

16. THE EXTERIOR BRICK SHALL BE SUBSTANTIALLY SIMILAR TO THE

FIVE BRICK PALLETS PRESENTED AT THE PUBLIC HEARING.

17. ALL LIGHTING SHALL COMPLY WITH THE STANDARDS SPECIFIED IN

SECTION 12 OF THE TOWN OF WAXHAW U.D.O.

18. ALL USES ALLOWED BY RIGHT OR BY RIGHT WITH SUPPLEMENTAL

REGULATIONS IN THE C-3 ZONING DISTRICT, OR ALLOWED AS A

CONDITIONAL USE OR AS A CONDITIONAL USE WITH SUPPLEMENTAL

REGULATIONS IN THE C-3 ZONING DISTRICT, SHALL BE PERMITTED

BY RIGHT.

19. ALL TRAFFIC IMPROVEMENTS WILL MEET THE CONDITIONS OF THE

APPROVED TIA.

PARCEL 1 (1.63 AC)

DAYCARE: ±12,870 SF

PARCEL 2 (1.09 AC)

GENERAL OFFICE: ±7,290 SF

PARCEL 3 (2.25 AC)

GROCERY STORE: ±18,850 SF

PARCEL 4 (1.37 AC)

FAST FOOD: ±3,925 SF

PARCEL 5 (1.60 AC)

BMP POND (C.O.A.)

PARKING ANALYSIS:

PROPERTY OWNER:

SITE DATA
CARRINGTON FIRST COLONY, LLC

PO BOX 471334

CHARLOTTE, NC. 28247

TOTAL LOT AREA = 8.96 AC

TOTAL BUFFER AREA = 1.20 AC

TOTAL RIGHT-OF-WAY DEDICATION = 0.95 AC

(PROVIDENCE RD & SUNSET HILL RD)

TOTAL INTERNAL AREA: 8.96 AC - 1.20 AC - 0.95 AC = 6.81 AC

TREE SAVE REQUIRED: 6.81 AC x 0.10 (10%) = 0.68 AC

                                                                                 0.76 AC PROVIDED

TREE SAVE ANALYSIS:

TOTAL ALLOWABLE
IMPERVIOUS AREA (FROM APPROVED "CARRINGTON SQUARE" PLANS)

PROPOSED BUILDINGS = ±0.99  AC (12% OF NET AREA)

PROPOSED PAVEMENT / SIDEWALKS = ±3.11 AC (39% OF NET AREA)

PROPERTY ADDRESS: 2925 PROVIDENCE ROAD SOUTH, WAXHAW, NC

DEVELOPER: WAXHAW SOUTH STAR, LLC

101 S, KINGS DRIVE, SUITE 200

CHARLOTTE, NC. 28204

CONTACT: BLANTON HAMILTON

PHONE: 704-333-8484

EMAIL: BHAMILTON@TRIBEK.COM

PARCEL 1

DAYCARE: (0.35 SPACES x 138 STUDENTS) - 20% = 39 SPACES REQUIRED

                                                                                         39 PROVIDED

PARCEL 2

GENERAL OFFICE: ((3.6 SPACES / 1000) x 7,290 SF) - 20%= 21 SPACES REQUIRED

         35 SPACES PROVIDED

PARCEL 3

GROCERY STORE: ((6 SPACES / 1000 SF) x 18,850) -  20% = 91 SPACES REQUIRED

                                                                                                       97 PROVIDED

PARCEL 4

FAST FOOD: ((15 SPACES / 1000 SF) x 3,473) -  20% = 42 SPACES REQUIRED

                                                                                            39 PROVIDED

                                       TOTAL PARKING REQUIRED = 143

                                       TOTAL PARKING PROVIDED = 211*

FRONT SETBACK: 20' LANDSCAPE BUFFER

REAR SETBACK: 25' CLASS "C" SETBACK

SIDE SETBACK: 45' CLASS "B" SETBACK

MAX BUILDING HEIGHT: 80' (PRINCIPAL BUILDING)

 80' (ACCESSORY BUILDING)

SETBACKS:

IMPERVIOUS AREA (FROM MAIN DRIVE, PARCEL 2, AND PARCEL 3)

PROPOSED BUILDINGS = ±0.62  AC

PROPOSED PAVEMENT / SIDEWALKS = ±2.29 AC

IMPERVIOUS:

TOTAL PERMITTED
IMPERVIOUS:

IMPERVIOUS AREA (PARCEL 1)

PROPOSED BUILDINGS = ±0.30  AC

PROPOSED PAVEMENT / SIDEWALKS = ±0.35 AC

TOTAL PROPOSED
IMPERVIOUS:

IMPERVIOUS AREA (COMBINED MAIN DRIVE, PARCEL 1, PARCEL 2, & PARCEL 3)

PROPOSED BUILDINGS = ±0.92  AC

PROPOSED PAVEMENT / SIDEWALKS = ±2.64 AC

TOTAL IMPERVIOUS:

IMPERVIOUS AREA (REMAINING FOR PARCEL 4)

PROPOSED BUILDINGS = ±0.07  AC

PROPOSED PAVEMENT / SIDEWALKS = ±0.47 AC

TOTAL REMAINING
IMPERVIOUS:

PROPOSED CONCRETE SIDEWALK
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EXISTING INLET PROTECTION

LEGEND

PROPOSED SILT FENCE

LIMITS OF DISTURBANCE

EXISTING CONTOUR560

STABILIZATION TIME FRAME EXCEPTIONS

HQW ZONES)

NONE (EXCEPT FOR PERIMETERS AND
14 DAYS

THAN 4:1.

ALL OTHER AREAS WITH SLOPES FLATTER

FEET IN LENGTH.

7-DAYS FOR SLOPES GREATER THAN 50
14 DAYSSLOPES 3:1 OR FLATTER

DAYS ARE ALLOWED.

AND ARE NOT STEEPER THAN 2:1, 14

IF SLOPES ARE 10' OR LESS IN LENGTH

7 DAYSSLOPES STEEPER THAN 3:1

NONE7 DAYSHIGH QUALITY WATER  (HQW) ZONES

NONE7 DAYS
AND SLOPES

STABILIZATION TIME FRAME

GROUND STABILIZATION

PERIMETER DIKES, SWALES, DITCHES

SITE AREA DESCRIPTION

EXISTING SILT FENCE

EXISTING STORM PIPE

EXISTING RETAINING WALL

EXISTING BOUNDARY LINE

PROPOSED STABILIZED CONSTRUCTION ENTRANCE

EXISTING STORM INLET

EXISTING STORM MANHOLED
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SITE IMPROVEMENTS PER "CARRINGTON SQUARE"

CONSTRUCTION DOCUMENTS (NOT A PART OF THIS PLAN SET)

LEGEND

EXISTING CONTOUR560

EXISTING STORM DRAIN (ONSITE)

EXISTING RETAINING WALL

EXISTING BOUNDARY LINE

PROPOSED CONTOUR560

PROPOSED CURB AND GUTTER

EASEMENT LINE

PROPOSED FLOW LINE

UNDISTURBED BUFFER (NOT TO BE DEVELOPED)

TREE SAVE AREA (NOT TO BE DEVELOPED)

PROPOSED CONCRETE SIDEWALK

PROPOSED FENCELINE

PROPOSED TREE

PROPOSED PARKING LOT LIGHT

SD EXISTING STORM DRAIN (OFFSITE)

PROPOSED CURB AND GUTTER (BY OTHERS)
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FFE=566.73

SITE IMPROVEMENTS PER "CARRINGTON SQUARE"

CONSTRUCTION DOCUMENTS (NOT A PART OF THIS PLAN SET)

LEGEND

EXISTING CONTOUR560

EXISTING STORM DRAIN

EXISTING RETAINING WALL

EXISTING BOUNDARY LINE

PROPOSED CONTOUR560

PROPOSED CURB AND GUTTER

EASEMENT LINE

PROPOSED FLOW LINE

FFE=566.73
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SITE IMPROVEMENTS PER "CARRINGTON SQUARE"

CONSTRUCTION DOCUMENTS (NOT A PART OF THIS PLAN SET)

LEGEND

EXISTING STORM DRAIN (ONSITE)

EXISTING RETAINING WALL

EXISTING BOUNDARY LINE

EASEMENT LINE

PROPOSED WATER LINE

PROPOSED SEWER LINE

EXISTING WATER LINE

EXISTING SEWER LINE (ONSITE)
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EXISTING FIBER OPTIC LINE

EXISTING GAS LINE

EXISTING STORM DRAIN (OFFSITE)

EXISTING SEWER LINE (OFFSITE)

EXISTING OVERHEAD POWER LINE

EXISTING POWER POLE
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PLAY AREA LAYOUT DETAIL

NOT TO SCALE
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Plant Legend

#         BOTANICAL NAME                                               COMMON NAME                                          SIZE           SPACING          QUANTITY

1       Lagerstroemia indica 'Natchez'                         Natchez Crepe Myrtle                                  2" cal.             As Shown         12

2       Ilex crenata 'Steeds'                                           Steeds Upright Holly                                  30" height        5' o.c.                11

3       Loropetalum chinense 'Zhuzhou Fuchsia'      Zhuzhou Fuchsia Loropetalum                 30" height        5' o.c.                5

4       Loropetalum chinense 'Purple Diamond'        Purple Diamond Loropetalum                   18" height        4' o.c.                5

5       Distylium 'Emerald Heights'                              Emerald Heights Distylium                       18" height        4' o.c.                37

SYMBOL

6       Ulmus parvifolia 'Bosque'  (existing)               Bosque Lacebark Elm                                    2" cal.          As Shown          0

020 2010

SITE IMPROVEMENTS PER "CARRINGTON SQUARE"

CONSTRUCTION DOCUMENTS (NOT A PART OF THIS SET)

NOTE:

PLANTING #6 WAS PREVIOUSLY INSTALLED AS PART OF THE "CARRINGTON SQUARE"

LANDSCAPE PLANS AND WAS USED IN THE TREE TABULATION FOR SHADING REQUIREMENTS.
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PLANTING SPECIFICATIONS

1. PLANT MATERIAL

A. FURNISH NURSERY-GROWN PLANTS INDICATED IN PLANT LEGEND SHOWN ON DRAWINGS AND

COMPLYING WITH ANSI Z60.1 - 2014, AMERICAN STANDARD FOR NURSERY STOCK.

B. ANNUALS:  PROVIDE HEALTHY, DISEASE-FREE PLANTS OF SPECIES AND VARIETY SHOWN OR LISTED,

WITH WELL-ESTABLISHED ROOT SYSTEMS.  PROVIDE ONLY PLANTS THAT ARE ACCLIMATED TO

OUTDOOR CONDITIONS BEFORE DELIVERY.

C. CONTRACTOR SHALL PROVIDE A ONE YEAR WARRANTY FROM FINAL ACCEPTANCE ON ALL PLANTS

UNLESS APPROVED OTHERWISE BY THE OWNER.

2. SOIL AMENDMENTS AS REQUIRED FROM SOILS REPORT/TESTING

A. LIME:  ASTM C 602, AGRICULTURAL LIMING MATERIAL CONTAINING A MINIMUM OF 80 PERCENT

CALCIUM CARBONATE EQUIVALENT.

B. SULFUR:  GRANULAR, BIODEGRADABLE, AND CONTAINING A MINIMUM OF 90 PERCENT SULFUR.

C. IRON SULFATE:  GRANULATED FERROUS SULFATE CONTAINING A MINIMUM OF 20 PERCENT IRON AND

10 PERCENT SULFUR.

D. ALUMINUM SULFATE:  COMMERCIAL GRADE, UNADULTERATED.

E. PERLITE:  HORTICULTURAL PERLITE, SOIL AMENDMENT GRADE.

F. AGRICULTURAL GYPSUM:  MINIMUM 90 PERCENT CALCIUM SULFATE.

G. SAND:  CLEAN, WASHED, NATURAL OR MANUFACTURED, AND FREE OF TOXIC MATERIALS.

H. COMPOST:  WELL-COMPOSTED, STABLE, AND WEED-FREE ORGANIC MATTER, PH RANGE OF 5.5 TO 8;

MOISTURE CONTENT 35 TO 55 PERCENT BY WEIGHT; 100 PERCENT PASSING THROUGH 3/4-INCH SIEVE.

I. SPHAGNUM PEAT:  PARTIALLY DECOMPOSED SPHAGNUM PEAT MOSS, FINELY DIVIDED OR

GRANULAR TEXTURE, WITH A PH RANGE OF 3.4 TO 4.8.

J. MANURE:  WELL-ROTTED, UNLEACHED, STABLE OR CATTLE MANURE CONTAINING NOT MORE THAN 25

PERCENT BY VOLUME OF STRAW, SAWDUST, OR OTHER BEDDING MATERIALS; FREE OF TOXIC

SUBSTANCES, STONES, STICKS, SOIL, WEED SEED, DEBRIS, AND MATERIAL HARMFUL TO PLANT

GROWTH.

3. FERTILIZERS

A. BONEMEAL:  COMMERCIAL, RAW OR STEAMED, FINELY GROUND; A MINIMUM OF 1 PERCENT

NITROGEN AND 10 PERCENT PHOSPHORIC ACID.

B. SUPERPHOSPHATE:  COMMERCIAL, PHOSPHATE MIXTURE, SOLUBLE; A MINIMUM OF 20 PERCENT

AVAILABLE PHOSPHORIC ACID.

C. COMMERCIAL FERTILIZER:  COMMERCIAL-GRADE COMPLETE FERTILIZER OF NEUTRAL CHARACTER,

CONSISTING OF FAST- AND SLOW-RELEASE NITROGEN.

D. SLOW-RELEASE FERTILIZER:  GRANULAR OR PELLETED FERTILIZER.

4. PLANTING MIX

A. PLANTING MIX:  SHALL BE NATURAL, FERTILE, AGRICULTURAL TOPSOIL, CAPABLE OF SUSTAINING

VIGOROUS PLANT GROWTH, WITH PH RANGE OF 5.5 TO 7. IT MAY BE DEVELOPED BY AMENDING THE

EXISTING SOIL, OR REMOVING THE EXISTING SOIL AND REPLACING WITH NEW SOIL. IT SHALL BE FREE

OF ROOTS, PLANTS, SOD, STONES, CLODS, CLAY LUMPS, POCKETS OF COARSE SAND, CONCRETE

SLURRY, CONCRETE LAYERS OR CHUNKS, CEMENT, PLASTER, BUILDING DEBRIS, AND OTHER

EXTRANEOUS MATERIALS HARMFUL TO PLANT GROWTH. PLANTING MIX SHALL NOT BE USED WHILE IN

A FROZEN OR MUDDY CONDITION. UNLESS OTHERWISE SPECIFIED, THE PLANTING MIX SHALL CONTAIN

THE FOLLOWING PERCENTAGES:

· CLAY: MIN. 10% - MAX. 30% (RED CLAY WELL PULVERIZED); CLAY SHALL BE STERILE.

· SILT: MIN. 30% - MAX. 50%

· COARSE SAND: MIN. 30% - MAX. 45% (1.0mm TO 0.5mm DIA., AND FREE OF ROCK)

· ORGANIC MAT.: MIN. 5% (COMPOST/HUMUS SUCH AS SAWDUST OR LEAF MOLD THAT IS

DECOMPOSED)

· ELEMENTS: CALCIUM 55% - 80%; MAGNESIUM 10% - 30%; POTASSIUM  5% - 8%

B. CONTRACTOR TO PROVIDE SOILS TEST/ANALYSIS INDICATING ABOVE REQUIREMENTS.

5. MULCHES

A. PINE STRAW MULCH FOR ALL PLANT BEDS UNLESS OTHERWISE INDICATED.

B. ALL PLANT BEDS AND TREE RINGS SHALL BE MULCHED.

6. PLANT BED ESTABLISHMENT

A. LAYOUT PLANT BEDS AS INDICATED ON THE PLANTING PLAN AND REMOVE UNNECESSARY MATERIAL

TO A MINIMUM DEPTH OF 18 INCHES.

B. LOOSEN SUBGRADE OF PLANTING BEDS TO A MINIMUM DEPTH OF 6 INCHES.  REMOVE STONES

LARGER THAN 1 INCH IN ANY DIMENSION AND STICKS, ROOTS, RUBBISH, AND OTHER EXTRANEOUS

MATTER AND LEGALLY DISPOSE OF THEM OFF OWNER'S PROPERTY.

C. SPREAD PLANTING MIX (SEE 4 ABOVE) TO A DEPTH OF 18 INCHES BUT NOT LESS THAN REQUIRED TO

MEET FINISH GRADES AFTER NATURAL SETTLEMENT.  DO NOT SPREAD IF PLANTING MIX OR SUBGRADE

IS FROZEN, MUDDY, OR EXCESSIVELY WET.

D. FINISH GRADING:  GRADE PLANTING BEDS TO A SMOOTH, UNIFORM SURFACE PLANE WITH LOOSE,

UNIFORMLY FINE TEXTURE.  ROLL AND RAKE, REMOVE RIDGES, AND FILL DEPRESSIONS TO MEET FINISH

GRADES.

7. EXCAVATION FOR TREES AND SHRUBS

A. PLANTING PITS AND TRENCHES:  EXCAVATE CIRCULAR PLANTING PITS WITH SIDES SLOPING INWARD

AT A 45-DEGREE ANGLE.  EXCAVATIONS WITH VERTICAL SIDES ARE NOT ACCEPTABLE.  TRIM

PERIMETER OF BOTTOM LEAVING CENTER AREA OF BOTTOM RAISED SLIGHTLY TO SUPPORT ROOT BALL

AND ASSIST IN DRAINAGE AWAY FROM CENTER.  DO NOT FURTHER DISTURB BASE.  ENSURE THAT

ROOT BALL WILL SIT ON UNDISTURBED BASE SOIL TO PREVENT SETTLING.  SCARIFY SIDES OF PLANTING

PIT SMEARED OR SMOOTHED DURING EXCAVATION.

B. EXCAVATE APPROXIMATELY THREE TIMES AS WIDE AS BALL DIAMETER.

C. DO NOT EXCAVATE DEEPER THAN DEPTH OF THE ROOT BALL, MEASURED FROM THE ROOT FLARE TO

THE BOTTOM OF THE ROOT BALL.

D. SUBSOIL AND TOPSOIL REMOVED FROM EXCAVATIONS MAY NOT BE USED SOLELY AS PLANTING MIX

(SEE NOTE 4 ABOVE).

8. TREE, SHRUB, AND VINE PLANTING

A. BEFORE PLANTING, VERIFY THAT ROOT FLARE IS VISIBLE AT TOP OF ROOT BALL ACCORDING TO

ANSI Z60.1.

B. REMOVE STEM GIRDLING ROOTS AND KINKED ROOTS.  REMOVE INJURED ROOTS BY CUTTING

CLEANLY; DO NOT BREAK.

C. SET STOCK PLUMB AND IN CENTER OF PLANTING PIT OR TRENCH WITH ROOT FLARE 1 INCH ABOVE

ADJACENT FINISH GRADES.

D. USE PLANTING SOIL FOR BACKFILL.

E. BALLED AND BURLAPPED:  AFTER PLACING SOME BACKFILL AROUND ROOT BALL TO STABILIZE PLANT,

CAREFULLY CUT AND REMOVE BURLAP, ROPE, AND WIRE BASKETS FROM TOPS OF ROOT BALLS AND

FROM SIDES, BUT DO NOT REMOVE FROM UNDER ROOT BALLS.  REMOVE PALLETS, IF ANY, BEFORE

SETTING.  DO NOT USE PLANTING STOCK IF ROOT BALL IS CRACKED OR BROKEN BEFORE OR DURING

PLANTING OPERATION.

F. CONTAINER-GROWN:  CAREFULLY REMOVE ROOT BALL FROM CONTAINER WITHOUT DAMAGING

ROOT BALL OR PLANT.

G. BACKFILL AROUND ROOT BALL IN LAYERS, TAMPING TO SETTLE SOIL AND ELIMINATE VOIDS AND AIR

POCKETS.  WHEN PLANTING PIT IS APPROXIMATELY ONE-HALF FILLED, WATER THOROUGHLY BEFORE

PLACING REMAINDER OF BACKFILL.  REPEAT WATERING UNTIL NO MORE WATER IS ABSORBED.

H. CONTINUE BACKFILLING PROCESS.  WATER AGAIN AFTER PLACING AND TAMPING FINAL LAYER OF

SOIL.

I. WHEN PLANTING ON SLOPES, SET THE PLANT SO THE ROOT FLARE ON THE UPHILL SIDE IS FLUSH WITH

THE SURROUNDING SOIL ON THE SLOPE; THE EDGE OF THE ROOT BALL ON THE DOWNHILL SIDE WILL BE

ABOVE THE SURROUNDING SOIL.  APPLY ENOUGH SOIL TO COVER THE DOWNHILL SIDE OF THE ROOT

BALL.

J. PRUNE/REMOVE ONLY DEAD, DYING, OR BROKEN BRANCHES.  DO NOT PRUNE FOR SHAPE.  PRUNE

TO RETAIN NATURAL CHARACTER.

K. PRUNE, THIN, AND SHAPE TREES, SHRUBS, AND VINES ACCORDING TO STANDARD PROFESSIONAL

HORTICULTURAL AND ARBORICULTURAL PRACTICES FOR NEWLY PLANTED PLANTS.  UNLESS

OTHERWISE INDICATED BY LANDSCAPE ARCHITECT, DO NOT CUT TREE LEADERS.

9. GROUND COVER, PERENNIAL, AND ANNUAL PLANTING

A. SET OUT AND SPACE GROUND COVER, PERENNIALS, AND/OR ANNUALS AS INDICATED IN EVEN

ROWS WITH TRIANGULAR SPACING.

B. USE PLANTING MIX FOR BACKFILL.

C. DIG HOLES LARGE ENOUGH TO ALLOW SPREADING OF ROOTS.

D. WORK SOIL AROUND ROOTS TO ELIMINATE AIR POCKETS AND LEAVE A SLIGHT SAUCER INDENTATION

AROUND PLANTS TO HOLD WATER.

E. WATER THOROUGHLY AFTER PLANTING, TAKING CARE NOT TO COVER PLANT CROWNS WITH WET

SOIL.

F. PROTECT PLANTS FROM HOT SUN AND WIND; REMOVE PROTECTION IF PLANTS SHOW EVIDENCE OF

RECOVERY FROM TRANSPLANTING SHOCK.

10.PLANT AND PLANT BED MULCHING

A. MULCH BACKFILLED SURFACES OF PLANTING BEDS AND OTHER AREAS INDICATED.

B. TREES AND TREE-FORM SHRUBS IN TURF AREAS:  APPLY ORGANIC MULCH RING OF 3-INCH AVERAGE

THICKNESS, WITH MINIMUM 36-INCH RADIUS AROUND TRUNKS OR STEMS.  DO NOT PLACE MULCH

WITHIN 3 INCHES OF TRUNKS OR STEMS.

C. ORGANIC MULCH IN PLANT BEDS:  APPLY 3-INCH AVERAGE THICKNESS OF MULCH OVER ENTIRE

SURFACE OF PLANT BED, AND FINISH LEVEL WITH ADJACENT FINISH GRADES.  DO NOT PLACE MULCH

WITHIN 2 INCHES OF TRUNKS OR STEMS.

11.PLANT MAINTENANCE

A. MAINTAIN PLANTINGS BY PRUNING, CULTIVATING, WATERING, WEEDING, FERTILIZING, MULCHING,

RESTORING PLANTING SAUCERS, RESETTING TO PROPER GRADES OR VERTICAL POSITION, AND

PERFORMING OTHER OPERATIONS AS REQUIRED TO ESTABLISH HEALTHY, VIABLE PLANTINGS.  SPRAY

OR TREAT AS REQUIRED TO KEEP TREES AND SHRUBS FREE OF INSECTS AND DISEASE.

B. SET IRRIGATION SYSTEM FOR ZONE DURATION APPLICABLE FOR NEWLY PLANTED PLANTS IF

APPLICABLE.

C. FILL IN AS NECESSARY SOIL SUBSIDENCE THAT MAY OCCUR BECAUSE OF SETTLING OR OTHER

PROCESSES.  REPLACE MULCH MATERIALS DAMAGED OR LOST IN AREAS OF SUBSIDENCE.

D. APPLY TREATMENTS AS REQUIRED TO KEEP PLANT MATERIALS, PLANTED AREAS, AND SOILS FREE OF

PESTS AND PATHOGENS OR DISEASE.  USE PRACTICES TO MINIMIZE THE USE OF PESTICIDES AND

REDUCE HAZARDS.

E. APPLY PESTICIDES AND OTHER CHEMICAL PRODUCTS AND BIOLOGICAL CONTROL AGENTS IN

ACCORDANCE WITH AUTHORITIES HAVING JURISDICTION AND MANUFACTURER'S WRITTEN

RECOMMENDATIONS.  COORDINATE APPLICATIONS WITH OWNER'S OPERATIONS AND OTHERS IN

PROXIMITY TO THE WORK.  NOTIFY OWNER BEFORE EACH APPLICATION IS PERFORMED.

F. PROTECT PLANTS FROM DAMAGE DUE TO LANDSCAPE OPERATIONS AND OPERATIONS OF OTHER

CONTRACTORS AND TRADES.  MAINTAIN PROTECTION DURING INSTALLATION AND MAINTENANCE

PERIODS.  TREAT, REPAIR, OR REPLACE DAMAGED PLANTINGS.

NOTES:

1. SEE SHEET L-1.1 FOR DETAILED PLANT SPECIES AND LOCATIONS.

2. CONTRACTOR TO VERIFY PLANT TOTALS. IF THERE IS A CONFLICT IN PLANT TOTALS BETWEEN

QUANTITIES SHOWN IN THE PLANT LEGEND AND THOSE INDICATED ON THE PLANS, THE PLANT

LEGEND QUANTITIES AND SUMMARY QUANTITIES SHALL TAKE PRECEDENCE.

3. PLANTS SHALL ONLY BE PLANTED FROM OCTOBER 1 - MAY 15 UNLESS ALTERNATIVE DATES ARE

ALLOWED.

4. SEE CIVIL ENGINEERING DRAWINGS FOR LOCATIONS OF SITE DEVELOPMENT ELEMENTS, UTILITIES,

TREE PRESERVATION AREAS , BUFFER YARDS, AND/OR OTHER REQUIRED AREAS AND EASEMENTS.

5. THE CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF ALL UNDERGROUND UTILITIES.

THE LOCATION OF ALL EXISTING UTILITIES ARE NOT NECESSARILY SHOWN ON THE PLANS, AND

WHERE SHOWN ARE APPROXIMATE. THE CONTRACTOR SHALL ON HIS OWN INITIATIVE AND AT

NO ADDITIONAL COST TO THE OWNER, HAVE LOCATED ALL UNDERGROUND LINES AND

STRUCTURES. NO CLAIMS FOR DAMAGES OR EXTRA COMPENSATION SHALL ACCRUE TO THE

CONTRACTOR FROM THE PRESENCE OF SUCH PIPE, OTHER OBSTRUCTIONS, OR FROM ANY

DELAY DUE TO REMOVAL OR REARRANGEMENT OF SAME. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR ANY DAMAGES TO UNDERGROUND STRUCTURES. THE CONTRACTOR IS

RESPONSIBLE FOR CONTACTING ALL NON-SUBSCRIBING UTILITIES. THE CONTRACTOR SHALL

CONTACT NORTH CAROLINA ONE CALL AT 85 FOR ASSISTANCE IN LOCATING UTILITIES.

6. ALL DISTURBED AREA THAT ARE NOT PLANT BEDS SHALL BE GRASS SEED.

7. THE LANDSCAPE CONTRACTOR SHALL PERFORM FINISH GRADING TO ENSURE A SMOOTH

TRANSITION BETWEEN PLANT BEDS AND LAWN AREAS.

8. ALL PLANTING AND LANDSCAPE WORK SHALL BE IN ACCORDANCE WITH CURRENT TOWN

STANDARDS.

IRRIGATION NOTES:

1. ALL LANDSCAPED AREAS, UNLESS OTHERWISE INDICATED BY THE OWNER, ARE TO BE IRRIGATED

WITH COMPLETE HEAD TO HEAD COVERAGE.

2. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR IRRIGATION DESIGN FOR REVIEW AND

APPROVAL BY ARCHITECT/OWNER.

3. A WATER CONSERVING SYSTEM IS MANDATORY.

4. A SEPARATE IRRIGATION METER IS REQUIRED FOR ALL IRRIGATION SYSTEMS.

5. UNLESS OTHERWISE INDICATED ON THE CIVIL ENGINEERING PLANS, THE METER AND MAIN

IRRIGATION LINE SHALL BE 2".

6. CONTRACTOR TO COORDINATE IRRIGATION SLEEVE LOCATIONS WITH THE GENERAL

CONTRACTOR/PROJECT MANAGER.
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